
IP67

• Volt free /dry contact output

•  Totally silent

•  5-35V voltage requirement

• Requires Zico PIR interface for connecting to Zico 
Lighting control system (not included)

• NO (normally open) operation

• 35mm cutout

• 49mm diameter and 3.5mm protrusion

• Push fit cable installation. AWG 20-24

• 5m specified range at 3m installation height

• Optional fire IDR for 60 minute fire rating 
according to BS476: Part 21 1987

• Available in white, black or white IP67

 

LOW VOLTAGE PIR SENSOR

www.zico.lighting I +44 (0)20 7223 3087 I admin@zico.lighting   
ZICO LIGHTING  3rd Floor, 207 Regent Street, London W1B 3HH  United Kingdom

This Low Voltage PIR Sensor offers silent operation and a discreet design with a 49mm diameter and minimal 
3.5mm protrusion. Operating at 5–35V with a 5m detection range, it features a volt-free, normally open contact 
output. Ideal for seamless integration with Zico Lighting control systems (interface sold separately).

5 – 35 V | 5M RANGE | IP67 OPTION 

Our products as well as the technologies behind them are subject to continuous improvements. 
All specification is subject to change without notice. Please refer to our website for the most up to date information.

Item number:   ZL-D-PIRWH | ZL-D-PIRBL | ZL-D-PIRIP
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