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Socket
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LED Wattage

Equivalent
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CCT

CRI

Glass finish

Warranty

CLEAR CANDLE C35
6W I 490 Lm I 2700K

Item number: ZIK008/6W27E27C / ZIK008/6W27B22C

LAMP

PERFORMANCE

Decorative, ultra dimmable LED filament light bulb with flicker-free technology and 30,000 

hours lifetime. This lamp uses 6 watts of power to produce 490 lumens at a CRI of 90.

E27 B22
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C35 Candle

E27, B22

6 x 38mm

Yes, leading & trailing edge

6w

40w

490 lm

2700K

90

Clear

3 years 

Lifetime

Cycles on/off

Starting time

Voltage

Hz

In-rush protection

Power factor

Operating temperature

Energy efficiency

Energy Class

Beam Angle

30,000 hours 

100,000 

<0.2 sec

220v-240v

50/60 Hz

3000V

>0.9 

-30°c to +40°c

81,6 lm/W

G (G -> A scale)

360°

DIMENSIONS

Lamp Weight 

Inner / Outer carton q’ty
Up to 25g

10 / 100

www.zico.lighting I +44 (0)20 7223 3087  I admin@zico.lighting   

ZICO LIGHTING  3rd Floor, 207 Regent Street, London W1B 3HH  United Kingdom

35mm



ZIK008/6W27E27C

ZIK008/6W27B22C

EAN13 CODES

5060537721101

5060537721088

ZIK008/6W27E27C

ZIK008/6W27B22C

ITF14 CODES

15060537721108

15060537721085

Our lamps as well as the technologies 

behind them are subject to continuous 

improvements. All specification is 

subject to change without notice. 

Please refer to our website for the most 

up to date information.
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Spectrum Test Report

Product : Date : 2018-11-24

Sample No.  : C35尖尾 Instrument : HAAS-2000(EVERFINE)

Manufacturer : Operator : 

Test Condition
Temprature : 25.3Deg RH : 65.0%

Scan Range : 380nm-780nm IP : 56462 (86%)

T : 114 ms

Test Type : Fast Test Delicacy : High

Spectroradiometric Parameters
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Spectrum CIE1931 EVERFINE
x = 0.4700 y = 0.4095

Tc = 2556K

Spectral Distribution CIE1931 Chromaticity Diagram

CIE Color Parameters:
Chromaticity Coordinate: x=0.4700 y=0.4095/u'=0.2696 v'=0.5285(duv=-1.11e-03)

CCT:Tc=  2556K  Prcp WaveL:   d=585.3nm Purity=64.0%λ
Peak WaveL:  p=624nm  Half Width:    p=134.8nm Ratio:R=29.4% G=68.2% B=2.4%λ Δλ

Render Index:Ra=91.2

R1 =92 R2 =99 R3 =95 R4 =90 R5 =93 R6 =97 R7 =88

R8 =77 R9 =53 R10=96 R11=90 R12=87 R13=94 R14=98 R15=87

Photo Parameters:
Flux  = 483.3 lm   Eff. : 81.08 lm/W  Fe  = 1.736 W

Fmol(umol/s):8.739e-001  Fluorescence and blue light ratio:12.81 Fluorescent efficiency:24.60

__________________________________________________________________________________

Electrical parameters:

V = 240.4 V     I = 0.02724 A    P = 5.961 W PF = 0.9103

EVERFINE
杭州市滨江区滨康路669号 http://www.everfine.cn

Candle C35 Clear 6W 2700K

Zico Lighting




